
ID: #07177

m
yhansecontro

l.c

om

CER
TIFIED

User-friendly
Manual

User Manual
Manual 
del usuario

English .....06
Español ... XX

MINI-SEWING MACHINE
MINIMÁQUINA DE COSER



Do
k.

/R
ev

.-
N

r. 
 19

63
24

_2
01

80
42

5_
US

Contents  

Overview .............................................................................3
Use ........................................................................................4
Package contents/device parts ..........................................6
General information ............................................................ 7

Reading and storing the user manual ..................................7
Explanation of symbols ...........................................................7

Safety ................................................................................... 7
Proper use ..................................................................................7
Safety instructions ................................................................... 8
Battery notes ............................................................................11

Check the sewing machine and package contents ......... 14
Start-up .............................................................................. 14

Inserting batteries .................................................................. 14
Connecting the power plug .................................................. 14
Connecting the foot pedal .................................................... 15
Threading the upper thread ................................................. 15
Using the needle threader .................................................... 16
Threading the lower thread .................................................. 16
Adjusting the thread tension ................................................ 17

Operation ............................................................................17
Sewing ...................................................................................... 18
Changing the sewing direction ............................................ 19
Finishing the sewing process ............................................... 19
Winding a bobbin  ................................................................... 19
Changing the needle ............................................................ 20

Cleaning ..............................................................................21
Storage .............................................................................. 22
Troubleshooting ................................................................ 22
Technical data ................................................................... 25
Disposal .............................................................................. 25

Disposing of the packaging ..................................................25
Disposing of the sewing machine ........................................25



3

A

8
7

9
10
11

1

2322

20
21

19
18
17

16

15

12

241725

32 4 5 6

1314



4

B

26

27

28



5

C

D E

8

4



6

Package contents/device parts
1 Thread take-up

2 Thread guide 2

3 Spool pin

4 Tension regulator for upper thread

5 Thread guide 1

6 Bobbin holder

7 Handwheel

8 Bobbin winder

9 Light switch

10 On/Off switch 

11 Speed setting switch (L = low/H = high)

12 Battery compartment

13 Needle clamp screw

14 Presser foot

15 Bobbin case

16 Throat plate

17 Needle, 4×

18 Thread guide eyelet

19 Needle holder

20 Thread guide 3

21 Thread cutter

22 Foot pedal

23 Power plug

24 Needle threader

25 Bobbins, 6×

26 Presser foot lever

27 Power plug terminal for 
the power supply

28 Connector terminal for 
the foot pedal

The package contents include four type LR6 (AA) 1.5 V batteries.
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General information
Reading and storing the user manual

This user manual accompanies this mini-sewing machine (referred 
to below only as the “sewing machine”). It contains important 
information about start-up and handling the sewing machine.
Before using the sewing machine, please read through the user 

manual carefully. This particularly applies to the safety instructions. Failure to 
observe this user manual may result in severe injury or damage to the sewing 
machine. 
Store the user manual for future use. If you pass the sewing machine on to third 
parties, please be absolutely sure to include this user manual.

Explanation of symbols
The following symbols and signal words are used in this user manual, on the 
sewing machine or on the packaging.

 WARNING!
This signal symbol/word designates a hazard 
with a moderate degree of risk which may 
lead to death or severe injury if not avoided.

 CAUTION!
This signal symbol/word designates a 
hazard with low risk that, if not avoided, 
may result in minor or moderate injury.

NOTICE!
This signal word warns against potential 
damages to property.

This symbol provides you with useful additional information about 
starting up or operating the sewing machine.

Safety
Proper use
The sewing machine is designed only for sewing fabrics together. It is only 
intended for private use and is not suitable for commercial purposes.
Only use the sewing machine as described in this user manual. Any other use 
is deemed improper and may result in damage to property or even personal 
injury. The sewing machine is not a children’s toy.
The manufacturer or vendor accepts no liability for damage caused by 
improper or incorrect use.
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Safety instructions

IMPORTANT SAFEGUARDS
WARNING: When using electrical appliances especially 
when children are present, basic safety precautions should 
always be followed to reduce the risk of fire, electric shock, 
and/or injury to persons, including the following:
Read all instructions before using this sewing machine.

DANGER!
To reduce the risk of electric shock!

 − An appliance should never be left unattended when 
plugged in. Always unplug the sewing machine from 
the electric outlet immediately after using and before 
cleaning.

WARNING!
To reduce the risk of burns, fire, electric shock, or injury 
to persons!

 − Do not allow to be used as a toy. Close attention is necessary 
when the sewing machine is used by or near children.

 − Use the sewing machine only for its intended use as described 
in this manual. Use only attachments recommended by the 
manufacturer as contained in this manual.

 − Never operate the sewing machine if it has a damaged 
cord or plug, if it is not working properly, if it has been 
dropped or damaged, or dropped into water. Return 
the sewing machine to the nearest authorized dealer 
or service center for examination, repair, electrical or 
mechanical adjustment.

 − Never operate the sewing machine with any air openings 
blocked. Keep ventilation openings of the sewing 
machine and foot controller free from the accumulation of 
lint, dust, and loose cloth.
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 − Never drop or insert any object into any opening.
 − Do not use outdoors.
 − Do not operate where aerosol (spray) products are being 

used or where oxygen is being administered.
 − To disconnect, switch off the sewing machine, then 

remove plug from outlet.
 − Do not unplug by pulling on cord. To unplug, grasp the 

plug, not the cord.
 − Keep fingers away from all moving parts. Special care is 

required around the sewing machine needle.
 − Always use the proper needle plate. The wrong plate can 

cause the needle to break.
 − Do not use bent needles.
 − Do not pull or push fabric while stitching. It may deflect 

the needle causing it to break.
 − Switch the sewing machine off (OFF) when making any 

adjustments in the needle area, such as threading needle, 
changing needle, threading bobbin, or changing presser 
foot, etc.

 − Always unplug sewing machine from the electrical outlet 
when removing covers, lubricating, or when making 
any other user servicing adjustments mentioned in the 
instruction manual.

 WARNING!

Risk of electric shock!
A faulty electrical installation, excessive line voltage, or incor-
rect operation may result in an electric shock.

 − Only connect the sewing machine to an easily accessible 
power outlet so that you can quickly disconnect it from the 
power supply in the event of a fault.
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 − Only connect the sewing machine if the supply voltage of 
the power outlet corresponds to the specification on the 
rating plate.

 − Do not open the housing; instead, have a qualified 
professional carry out the repairs. Contact a qualified 
workshop for this. Liability and warranty claims are 
waived in the event of repairs performed by the user, 
improper connection of the device or incorrect operation.

 − Do not operate the sewing machine with an external timer 
or separate telecontrol system.

 − Do not immerse the sewing machine or the power cord, 
foot pedal or power plug in water or any other liquids.

 − Never touch the power plug with wet hands.
 − Never use the power cord as a carrying handle.
 − Keep the sewing machine, power plug and power cord 

away from open flames and hot surfaces.
 − Lay the power cord out in such a way that it does not pose 

a tripping hazard.
 − Do not kink the power cord and do not lay it over sharp 

edges.
 − Never store the sewing machine in such a way that there 

is a risk of it falling into a tub or sink.
 − Never retrieve an electrical device by hand if it has fallen 

into water. In this case, immediately pull the power plug 
out of the power outlet.

 − Always switch the sewing machine off and pull the power 
plug out of the power outlet and remove the batteries 
from the battery compartment when you are not using 
the sewing machine, cleaning it or if it is faulty.
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 WARNING!

Danger for children and persons with impaired physical, 
sensory or mental capacities (e.g. partially disabled 
persons, older persons with reduced physical and mental 
capacities) or lack of experience and knowledge (e.g. 
older children).

 − This sewing machine may be used by children ages eight 
and up as well as by persons with impaired physical, sensory 
or mental capacities or those lacking experience and 
knowledge if they are supervised or have been instructed in 
how to safely use the sewing machine and understand the 
risks associated with operating it. Children must not play with 
the sewing machine. Cleaning and user maintenance must 
not be performed by unsupervised children.

 − Keep children under eight years of age away from the 
sewing machine and the connector cord.

 − Do not leave the sewing machine unattended while in use.
 − Do not let children play with the packaging. Children may 

get caught in it when playing and suffocate.

Battery notes

 WARNING!

Danger of explosion or leakage!
Batteries that have been inserted improperly may leak and 
cause a fire or explosion.

 − Only replace the batteries with the same or an equivalent 
battery type.

 − Always change the entire set of batteries. Never mix old 
and new batteries or batteries with different charges.

 − When inserting batteries, ensure that the polarity is correct 
(positive [+] and negative[–]).
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 − Never expose batteries to excessive heat, for example, 
direct sunlight or fire. Do not throw batteries in an open fire.

 − Never disassemble the batteries, do not short circuit them 
and do not recharge batteries that are not rechargeable.

 − Remove empty batteries from the sewing machine.

 WARNING!

Health hazard!
If children swallow batteries, the batteries could leak and re-
sult in poisoning and death. Touching damaged batteries may 
result in injury.

 − Store both new and used batteries so that they are out of 
the reach of children.

 − If you suspect that a battery has been swallowed or 
otherwise incorporated, promptly consult a physician. 

 − Take hold of leaky batteries using gloves only and dispose 
of them properly.

 CAUTION!

Risk of injury!
Improper handling of the sewing machine may result in injury.

 − Do not sew clothing directly on your body or another 
person's body. Remove clothing before sewing.

 − Do not leave the sewing machine unattended while in 
use!

NOTICE!

Risk of damage!
Improper handling of the sewing machine may result in dam-
age to the sewing machine.
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 − Place the sewing machine on an easily accessible, level, 
dry, heat-resistant and sufficiently stable work surface. Do 
not place the sewing machine on the edge or corner of 
the work surface.

 − Never place the sewing machine on or near hot surfaces 
(stovetops, etc.).

 − Ensure that the power cord does not come into contact 
with hot parts.

 − Never expose the sewing machine to high temperatures 
(heater, etc.) or to the effects of the weather (rain, etc.).

 − Never fill the sewing machine with liquid.
 − Never attempt to clean the sewing machine by 

submerging it in water and do not use a steam cleaner 
to clean it. Otherwise, the sewing machine could be 
damaged.

 − Do not place any heavy objects on the sewing machine.
 − Do not drop the sewing machine or subject it to heavy 

knocks.
 − Never put the sewing machine in the dishwasher. It would 

be destroyed as a result.
 − Stop using the sewing machine if the plastic parts of the 

sewing machine exhibit cracks or breaks or are deformed. 
Replace damaged parts only with corresponding original 
spare parts.

 − Always use the same thread sizes for the upper and lower 
thread.

 − Only use the bobbins supplied.
 − Do not leave the sewing machine unattended while in use.
 − Do not insert any objects into sewing machine openings. 

HOUSEHOLD USE ONLY
SAVE THESE INSTRUCTIONS
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Check the sewing machine and package 
contents

NOTICE!

Risk of damage!
If you are not cautious when opening the packaging with a 
sharp knife or other pointed objects, you may quickly damage 
the sewing machine. 

 − Be very careful when opening it.

1. Remove the sewing machine from the packaging.
2. Check to make sure that all parts are included (see Fig. A).
3. Check whether the sewing machine or individual parts have been 

damaged. If this is the case, do not use the sewing machine. Contact the 
manufacturer via the service address indicated on the warranty card.

Start-up
The sewing machine can be operated with batteries as well as 
plugged into electricity (power supply).

Inserting batteries
1. Open the battery compartment 12  on the bottom of the sewing machine.
2. Insert four AA 1.5 V batteries. Make sure the polarity is correct (+/–).
3. Reattach the battery compartment cover to the battery compartment and 

close it. Make sure you hear it click into place.
4. Remove the batteries after use.

Connecting the power plug
1. Connect the power plug 23  to the power plug terminal for the power 

supply 27  on the sewing machine.
2. Put the power plug into an easily accessible outlet.
3. To disconnect the sewing machine from electricity (power supply), first 

remove the power plug from the power outlet and then the other end 
(power plug) from the power plug terminal for the power supply on the 
sewing machine.
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Connecting the foot pedal

 CAUTION!

Risk of injury!
Improper handling of the sewing machine may result in injury.

 − Check that the on/off switch is not pushed in when 
connecting and using the foot pedal!

 − Make sure that nothing is on top of the foot pedal when 
the sewing machine is not in use!

You can control when the sewing starts and stops using either the on/off 
switch 10  or the foot pedal 22 .

 − Insert the connector of the foot pedal into the connector terminal for the foot 
pedal 28  on the sewing machine and place the foot controller on the floor.

The sewing machine will start sewing when you press the foot pedal with your 
foot. The sewing machine will stop sewing when you lift your foot off the foot 
pedal.

Threading the upper thread
• When selecting thread, please make sure that the thread 

is suitable for sewing machines. An unsuitable thread can 
quickly tear when sewing.

• If the sewing machine is delivered pre-threaded, make sure to 
take a good look at the thread guide before changing the thread. 

The sewing machine has two upper thread holders: the bobbin holder 6  
which you can use to attach bobbins 25  and the spool pin 3  which you can 
use to attach any spools of thread.

For a three-thread seam (two upper threads and one lower 
thread), use both holders at the same time. The spool pin’s thread 
will be threaded together with the bobbin holder’s thread. 

1. Place the sewing machine on a table or other level, dry surface.
2. Depending on the holder you’d like to use, please follow the instructions 

provided hereinafter:
 − Use of the bobbin holder: Pull out the bobbin holder and remove the 

spring. Insert one of the supplied bobbins and then put the spring back on 
the bobbin holder. Firmly press the bobbin holder (including the spring) 
back into the opening.
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 − Use of the spool pin: Extend the spool pin all the way out and place a spool 
of thread on it.

3. Turn the handwheel 7  clockwise until the needle 17  and the thread 
take-up 1  are both at the top.

4. Insert the end of the thread through thread guide 1 5  (from right to left).
5. Pull the thread from above down through the two discs of the tension 

regulator for the upper thread 4  and guide it through thread guide 2 2  
(see Fig. E).

6. Pull the thread through the thread guide in the thread take-up (from right 
to left), then through thread guide 3 20  (from top to bottom), and then 
finally through the thread guide eyelet 18  (from top to bottom) above the 
needle.

7. Insert the end of the thread through the eye of the needle (left to right). You 
can also use the needle threader 24  if necessary (see chapter “Using the 
needle threader”).

8. Lift the presser foot lever 26  until it clicks into place. Then place the thread 
in the gap of the presser foot 14 .

9. Pull approx. 4" (10 cm) of thread through the gap and place it behind the 
sewing machine so that the end of the thread points away from you (see 
Fig. B).

Using the needle threader
1. Guide the wire loop of the needle threader 24  through the eye of the 

needle from right to left.
2. Insert the thread through the wire loop. 
3. Pull the wire loop and thread through the eye of the needle.
4. Remove the thread from the wire loop.

Threading the lower thread
• Only use the supplied bobbins!
• The upper thread must already be threaded when threading 

the bobbin thread.
1. Slide the case cover of the bobbin 15  to the left to remove it.
2. Take the supplied bobbin 25  and wrap approx. 4" (10 cm) of thread around it.
3. Place the bobbin in the bobbin case so that it rotates clockwise when 

pulling on the thread.
4. Insert the thread into the slot in the bobbin case.
5. Lift the presser foot lever 26 . 
6. Hold onto the upper thread and turn the handwheel 7  counterclockwise. 
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The needle 17  will plunge into the bobbin case and then use a loop to re-
move the lower thread from the bobbin case when the needle is pulled out.

7. When this loop has been created, slightly pull on the upper thread and 
remove the end of the lower thread with a needle or scissors. 
The bobbin thread should now be pulled through the small hole in the 
throat plate.

8. Put together both thread ends and pull them out approximately 6" (15 cm). 
Then guide them back under the presser foot.

9. Slide the bobbin case cover back onto the bobbin case.

Adjusting the thread tension
If the thread breaks while sewing, it means the thread tension is too high. 
If small loops form while sewing, it means the thread tension is too low. The 
thread tension must be adjusted in both cases. The upper thread and lower 
thread tension must be proportional to each other. The tension must also be 
different for different fabrics. The required tension depends on the fabric’s 
strength and thickness as well as on how many layers of fabric are to be sewn.
We recommend that you test the stitching on a piece of fabric every time before 
sewing.

 − Turn the tension regulator for the upper thread 4  counterclockwise to 
reduce the tension.

A higher tension is required for the upper thread in the case of light fabrics. If 
the stitches are too loose, it means the upper thread tension is set too low. 

 − Turn the tension regulator for the upper thread clockwise to increase the 
tension.

The bobbin thread tension cannot be adjusted.

Operation

 CAUTION!

Risk of injury!
Improper handling of the sewing machine may result in injury.

 − Keep fingers away from moving parts. Exercise caution in 
the area surrounding the sewing needle.

 − Always turn off the sewing machine and unplug it if you 
are not using the sewing machine and leaving it.
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NOTICE!

Risk of damage!
Improper handling of the sewing machine may result in dam-
age to the machine or lead to messy sewing results.

 − Make sure that the upper and lower thread are correctly 
threaded! If thread is not properly guided through the 
thread guide, thread may tear, stitches may be missed, 
or the fabric may curl up along the stitching. The sewing 
machine may be damaged under certain circumstances.

 − Practice sewing on a piece of fabric before you actually 
begin sewing. Check the thread tension.

 − Make sure that the fabric and threads have been properly 
threaded through the sewing machine before turning 
it on/off or using the foot pedal. The sewing machine 
will immediately begin to sew after turning the sewing 
machine on/off or using the foot pedal.

 − Do not pull on or push the fabric when sewing to avoid 
breaking the needle or damaging the sewing machine.

 − When sewing in reverse (manually operated), the sewing 
machine does not sew fabric. Using the reverse mode for a 
prolonged period damages the sewing machine and can 
damage it in the long term.

Sewing
1. In poor lighting conditions, you can turn on the built-in light by pressing the 

light switch 9 . 
2. Lift the needle by turning the handwheel 7  (clockwise) away from you 

and lift the presser foot lever 26  (see Fig. B).
3. Place the fabric you would like to work with between the presser foot 14  

and the throat plate 16  so that the needle is positioned approximately 0.4" 
(1 cm) inside the edge of the fabric. In reverse mode, the fabric is moved 
away from you. That is why the fabric should be placed in front of the 
sewing machine.

4. Lower the presser foot lever to lower the presser foot. 
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5. Turn the handwheel in your direction (counterclockwise) until the needle 
pierces the fabric. Firmly hold the fabric in place.

6. Press the speed setting switch 11  to select the desired sewing speed:
 − Slower sewing (L = low speed) is suitable for sewing tougher jobs which 

require great precision and the machine to be frequently stopped. 
 − Faster sewing (H = high speed) is suitable for long stitches with no thread 

breaks.
7. Sewing with the foot pedal 22 : Firmly hold the fabric in place and press the 

foot pedal with your foot to begin sewing. Lift your foot from the foot pedal 
to stop sewing.

8. Sewing without the foot pedal: Firmly hold the fabric in place and then 
press the on/off switch 10  to start and stop the sewing machine.

Changing the sewing direction
1. Stop the sewing machine where you want to change the sewing direction 

and leave the needle in the fabric.
2. Raise the presser foot 14  by lifting the presser foot lever 26  and turning 

the fabric in the new direction using the needle as the pivot point.
3. Lower the presser foot and continue sewing in the new direction.

Finishing the sewing process
1. Stop the sewing machine.
2. Turn the handwheel 7  to bring the needle 17  to its highest position.
3. Raise the presser foot 14  by lifting the presser foot lever 26 . Then 

carefully pull the fabric to the left to remove it from the machine.
4. Use a thread cutter 21  to cut both threads approximately 6" (15 cm) away 

from the fabric so that enough thread is left to secure the stitch.
5. To prepare the sewing machine for its next use, pull out about 6" (15 cm) of 

thread toward the back.

Winding a bobbin 
If the thread on a bobbin 25  has been completely used or if you want to use 
another type of thread, the bobbins can be quickly and easily wound using the 
sewing machine.

1. Extend the spool pin 3  all the way out and place a spool of thread on it.
2. Take an empty bobbin and pull thread through one of the small holes from 

the inside out. Leave approximately 4" (10 cm) of thread hanging out.
3. Activate the bobbin winder 8  on the handwheel 7  by simultaneously 

pressing on the bobbin winder and turning the handwheel 
counterclockwise (see Fig. D).
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4. Put the bobbin on the bobbin winder until it is locked in place.
5. Hold onto the end of the thread with one hand and then press the on/off 

switch 10  or the foot pedal 22 . The handwheel turns and the thread is 
wound around the spool. 

6. Hold the thread to be wound between the thumb and forefinger of the other 
hand and guide it so that it is evenly wound on the bobbin (see Fig. C).

7. Stop after a few revolutions and cut off the excess thread on the bobbin side.
8. Turn on the sewing machine again until the desired length of thread is wound. 
9. Stop the sewing machine and remove the bobbin.

10. Use a thread cutter 21  to cut the thread.

Changing the needle

 CAUTION!

Risk of injury!
Improper handling of the sewing machine may result in injury.

 − Make sure to turn off and unplug/disconnect the sewing 
machine.

 − Remove the batteries from the sewing machine before 
replacing the needle.

• Sewing machine needles are available in different sizes. 
Small needles are suitable for fine/delicate fabrics and large 
needles for heavy fabrics. The supplied needles are suitable 
for average fabric thicknesses. If you wish to sew with very 
stiff or fine fabric, you should buy a sewing machine needle 
suitable for the fabric and use it.

• The needle must always be straight and sharp for smooth 
sewing. Replace the needle if it is bent, blunt or broken.

1. Turn the handwheel 7  away from you (clockwise) to bring the needle 17  
to its highest position and use the presser foot lever 26  to lower the presser 
foot 14 .

2. Hold the needle firmly in place and loosen the needle clamp screw 13  by 
turning it counterclockwise. If necessary, use tools for assistance. You can 
now remove the needle.

3. Insert the new needle into the needle holder 19  until it stops. 
4. The flat side of the needle must be aligned with the needle clamp screw.
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5. Hold the needle firmly in place and tighten the needle clamp screw.
6. After you have replaced the needle, manually turn the handwheel to check 

whether the sewing machine sews neatly. 
Do not operate the on/off switch 10  or the foot pedal 22  until the needle 
has been inserted correctly and check if the sewing machine sews neatly 
when operated manually.

Cleaning

NOTICE!

Risk of short circuit! 
Water or other liquids that have penetrated the housing may 
cause a short circuit.

 − Never submerge the sewing machine in water or other liquids.
 − Make sure that no water or other liquids penetrate the 

housing.

NOTICE!

Risk of damage!
Improper handling of the sewing machine may result in dam-
age to the sewing machine.

 − Do not use any aggressive cleaners, brushes with metal or 
nylon bristles, or sharp or metallic cleaning utensils such 
as knives, hard scrapers and the like. They could damage 
the surfaces.

 − Never put the sewing machine in the dishwasher. It would 
be destroyed as a result.

1. Unplug the power plug 23  of the sewing machine and remove the 
batteries from the battery compartment 12  before cleaning it.

2. Let the sewing machine cool off completely.
3. Use a fine brush to remove any accumulated fabric fibers and thread 

remnants from the bobbin case 15  or from the throat plate 16 .
4. If necessary, wipe down the housing with a slightly damp cloth and then 

dry it off.
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Storage
All parts must be completely dry before being stored.

1. Unplug the power plug 23  of the sewing machine and remove the batteries 
from the battery compartment 12 .

2. Unplug the connector of the foot pedal 22  from the connector terminal for 
the foot pedal 28 .

3. Push the spool pin 3  into the sewing machine.
4. Place a piece of fabric under the presser foot 14  and lower it.
5. Store the sewing machine and accessories in their original packaging 

and keep them out of the reach of children and animals in a dry place at 
temperatures ranging between 41 °F and 68 °F (5 °C and 20 °C) (room 
temperature).

Troubleshooting
Problem Possible cause Solution

The sewing 
machine 
does not 
start.

Foot pedal: The foot pedal is 
not properly connected to the 
sewing machine.

Check the connection and 
reconnect it if necessary.

Battery operation: The 
batteries have been inserted 
incorrectly or are empty. 

Reinsert the batteries.

Electric operation: The power 
adapter is not properly plugged 
into the power outlet or the cord 
is not properly connected to the 
sewing machine.

Check the connections/
reconnect the power cord 
again. 

The power outlet is defective. Try another power outlet. 
Check the power supply fuse.
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Problem Possible cause Solution

The thread 
tears.

The upper/lower thread is not 
threaded properly.

Rethread the thread.

The upper/lower thread is tangled. Rethread the thread.

The tension of the upper 
thread is too high.

Reduce the tension using 
the tension regulator for the 
upper thread.

The spool of thread or bobbin 
was not put in place correctly.

Reposition the spool of 
thread or bobbin.

The needle is bent or blunt. Change the needle.

The combination of needle size/
thread size/fabric is incorrect.

Change the needle or 
thread.

The wrong bobbin was used. Only use the supplied bobbins. 

There is a 
loop in the 
stitching.

The thread tension is incorrect. Adjust the upper thread 
tension.

The presser foot is not pressed 
down.

Lower the presser foot lever 
to lower the presser foot.

Stitches 
are being 
skipped.

The needle was inserted 
incorrectly.

Reinsert the needle.

A bad needle was used. Use another needle.

The combination of needle size/
thread size/fabric is incorrect.

Change the needle or 
thread.

Fibers or lint are trapped 
beneath the throat plate.

Use a fine brush to clean the 
throat plate.

The thread has been improperly 
guided through the machine.

Rethread the thread.

The presser foot is not pressed 
down.

Lower the presser foot lever to 
lower the presser foot. 



Troubleshooting

24

Problem Possible cause Solution

The fabric 
curls up.

The tension of the upper 
thread is too high.

Reduce the tension of the 
upper thread.

The thread has been 
improperly guided through 
the machine.

Rethread the thread.

The wrong needle is being 
used.

Change the needle and use 
another one.

The combination of needle 
size/thread size/fabric is 
incorrect.

Change the needle or 
thread.

The fabric 
is not being 
properly fed 
through.

The combination of needle 
size/thread size/fabric is 
incorrect.

Change the needle or 
thread.

A bad needle was used. Change the needle and use 
another one.

The thread is tangled. Rethread the thread.

The needle 
breaks.

The needle was inserted 
incorrectly.

Reinsert the needle.

A bad needle was used. Use another needle.

The combination of needle 
size/thread size/fabric is 
incorrect.

Change the needle or 
thread.

The fabric is being pulled too 
much. 

Let the feed dog feed 
through the fabric. Do not 
pull on the fabric.
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Technical data
Model: MS-201
Color: White and gray
Power output: DC 6 V, 800 mA 
Power supply: 100–240 V~; 50/60 Hz
Batteries: 4× 1.5 V batteries, type AA
Nominal power: 4.8 W
Protection class: II
Housing material: ABS
Length of the power cord: 5.9 ft (180 cm)
Stitches per minute: approx. 280
Weight: 1.41 lb (640 g)
Dimensions (W × D × H): 7.87 × 4.65 × 8.07" (20 × 11.8 × 20.5 cm)
Product code: 96751

Disposal
Disposing of the packaging

 − Sort the packaging before you dispose of it. Dispose of paperboard and 
cardboard with the recycled paper service and wrappings with the appro-
priate collection service.

Disposing of the sewing machine
 − Should the sewing machine no longer be capable of being used at some 

point in time, dispose of it in accordance with the regulations in force in 
your city or state.

 − Please ensure your recycling information applies to local regulations and 
the EPA recommendations (www.epa.gov).

Batteries and rechargeable batteries may not be disposed of with 
household waste!
 As the end user you are required by law to bring all batteries and rechargeable 
batteries, regardless whether they contain harmful substances* or not, to a 
collection point run by the city, county, or state, or to a retailer, so that they can 
be disposed of in an environmentally friendly manner. 
*labeled with: Cd = cadmium, Hg = mercury, Pb = lead
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